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1
IMAGING APPARATUS AND METHOD FOR
CONTROLLING THE SAME

BACKGROUND OF THE INVENTION

1. Field of the Invention

The present invention relates to an imaging apparatus, and
more particularly to an imaging apparatus that can multiple
combine a plurality of captured images.

2. Description of the Related Art

There has conventionally been a technology of performing
multiple exposure shooting through addition processing of a
plurality of digital image signals. Japanese Patent Application
Laid-Open No. 2006-352229 discusses a method for sepa-
rately generating and saving respective captured images cap-
tured for multiple exposure shooting and a multiple image
into which all the captured images are superimposed. Accord-
ing to Japanese Patent Application Laid-Open No. 2006-
352229, images are combined based on raw data on frames
captured by the time when imaging of a set number of frames
is completed or when multiple exposure is interrupted. The
resulting multiple combined image (multiple exposure shoot-
ing image) and the captured images (original images) are then
recorded on a recording medium.

If multiple exposure shooting is interrupted, the number of
images to be combined can sometimes be only one. Insuch a
case, according to Japanese Patent Application Laid-Open
No. 2006-352229, combination is performed based on a
single original image captured so far, and the resulting mul-
tiple combined image and the original image are recorded on
arecording medium. Since the multiple combined image and
the original image are substantially the same, there are
recorded the same two images. This is a waste of the capacity
of the recording medium.

SUMMARY OF THE INVENTION

The present invention is directed to an imaging apparatus
that does not waste a capacity of a recording medium when
multiple exposure shooting ends with a small number of
images captured.

According to an aspect of the present invention, an imaging
apparatus includes a first recording control unit configured to
perform control to record an uncombined image captured in a
multiple exposure shooting mode on a recording medium, a
generation unit configured to combine an image or images
captured in the multiple exposure shooting mode to generate
a multiple combined image to be recorded on the recording
medium, a second recording control unit configured to per-
form control to record the multiple combined image on the
recording medium, and a control unit configured to, if the
number of images to be combined by the generation unit is
“1” when the multiple exposure shooting mode ends, perform
control to prevent the generation unit from generating the
multiple combined image or to prevent the second recording
control unit from recording the multiple combined image,
wherein the first recording control unit is configured to per-
form control to record the uncombined image regardless of
whether to generate the multiple combined image or whether
to record the multiple combined image.

According to an exemplary embodiment of the present
invention, a capacity of a recording medium can be prevented
from being wasted when multiple exposure shooting ends
with a small number of images captured.
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Further features and aspects of the present invention will
become apparent from the following detailed description of
exemplary embodiments with reference to the attached draw-
ings.

BRIEF DESCRIPTION OF THE DRAWINGS

The accompanying drawings, which are incorporated in
and constitute a part of the specification, illustrate exemplary
embodiments, features, and aspects of the invention and,
together with the description, serve to explain the principles
of the invention.

FIG. 11s aconfiguration block diagram illustrating a digital
camera according to an exemplary embodiment of the present
invention.

FIGS. 2A and 2B are external views of the digital camera.

FIGS. 3A and 3B are diagrams illustrating display
examples of a presetting menu screen for multiple exposure
shooting.

FIGS. 4A, 4B, 4C, 4D, and 4E are diagrams illustrating
image data stored in a buffer memory during multiple expo-
sure shooting.

FIG. 5 is a flowchart illustrating multiple exposure shoot-
ing mode processing.

FIG. 6 is a flowchart illustrating multiple exposure shoot-
ing processing.

FIGS. 7A and 7B are diagrams illustrating display
examples of a quick review in multiple exposure shooting.

FIG. 8 is a flowchart illustrating multiple quick review and
playback processing.

FIG. 9 is a flowchart illustrating multiple first image quick
review and playback processing.

FIGS. 10A, 10B, 10C, 10D, 10E, 10F, 10G, and 10H are
diagrams illustrating display examples where a processing
select dialog is displayed during a quick review in multiple
exposure shooting.

FIG. 11 is a flowchart illustrating one image back process-
ing.

FIG. 12 is a flowchart illustrating save and exit processing.

FIG. 13 is a flowchart illustrating exit without saving pro-
cessing.

FIG. 14 is a diagram illustrating a display example of
another presetting menu screen for multiple exposure shoot-
ing.

DESCRIPTION OF THE EMBODIMENTS

Various exemplary embodiments, features, and aspects of
the invention will be described in detail below with reference
to the drawings.

FIG. 1is ablock diagram illustrating the configuration of a
digital camera 100, which serves as an imaging apparatus
according to an exemplary embodiment of the present inven-
tion.

InFIG. 1, a photographic lens 101 is a detachably-attached
interchangeable lens, which includes a zoom lens and a focus
lens.

An autofocus (AF) drive circuit 102 includes a direct-
current (DC) motor or a stepping motor, for example. The AF
drive circuit 102 changes the position of a focus lens included
in the photographic lens 101 for focusing under control of a
microcomputer 123.

A diaphragm drive circuit 104 drives a diaphragm 103. The
microcomputer 123 calculates the amount of driving, and the
diaphragm drive circuit 104 changes an optical aperture
value.
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A main mirror 105 is a mirror for switching a light flux
incident from the photographic lens 101 to between a finder
side and an image sensor 112 side. The main mirror 105 is
arranged to reflect the light flux toward a finder unit when in
a normal condition. When performing photographing and
during a live view display, the main mirror 105 is flipped up
and retracted out of the light flux so that the light flux is
introduced to the image sensor 112. The main mirror 105 is
configured as a half mirror so that some of the light can be
transmitted through a center area. Some of the light flux is
transmitted and made incident on a sensor for focus detection.

A sub mirror 106 is a mirror for reflecting a light flux
transmitted through the main mirror 105 toward the sensor
intended for focus detection (which is included in a focus
detection circuit 109).

A mirror drive circuit 107 drives the main mirror 105 under
control of the microcomputer 123.

A pentagonal prism 108 constitutes a finder. The finder also
includes a focusing screen and an eyepiece lens (not illus-
trated).

The focus detection circuit 109 is a block intended for
focus detection. A sensor for photoelectric conversion is
arranged inside the focus detection circuit 109. The light flux
that is transmitted through the center area of the main mirror
105 and reflected by the sub mirror 106 reaches the sensor for
photoelectric conversion. The sensor output can be calculated
to determine a defocus amount for use in focus calculation.
The microcomputer 123 evaluates the result of calculation
and instructs the AF drive circuit 102 to drive the focus lens.

A shutter drive circuit 111 drives a focal plane shutter 110.
The microcomputer 123 controls an opening time of the focal
plane shutter 110.

Examples of the image sensor 112 include a charge-
coupled device (CCD) sensor and a complementary metal
oxide semiconductor (CMOS) sensor. The image sensor 112
converts an object image formed by the photographic lens
101 into an electrical signal.

An analog-to-digital (A/D) converter 115 converts an ana-
log output signal output from the image sensor 112 into a
digital signal.

An image signal processing circuit 116 is implemented by
logic devices such as a gate array. The image signal process-
ing circuit 116 performs various types of image signal pro-
cessing.

A display drive circuit 117 is a drive circuit that causes a
display member 118 to produce a display.

The display member 118 is a display such as a thin-film
transistor (TFT) liquid crystal display and an organic elec-
troluminescence (EL) display. In the present exemplary
embodiment, the display member 118 is implemented as a
rear monitor of the digital camera 100.

A memory controller 119 stores unprocessed digital image
data input from the image signal processing circuit 116 into a
buffer memory 122, and stores processed digital image data
into a recording medium 120. The memory controller 119
outputs image data from the buffer memory 122 and the
recording medium 120 to the image signal processing circuit
116. The memory control 119 can output an image or images
stored in the recording medium 120 through an external inter-
face 121, which is connectable to a computer.

The recording medium 120 is a removable recording
medium such as a memory card. The recording medium 120
may be a built-in recording medium of the digital camera 100.
A plurality of recording media may be used.

The external interface 121 is an interface for establishing
connection with an external device such as a computer by
wired or wireless communications.
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The buffer memory 122 is a memory for temporarily
retaining image data. Various images used in the process of
multiple exposure shooting are also stored in the buffer
memory 122.

The image signal processing circuit 116 performs filter
processing, color conversion processing, and gamma pro-
cessing on a digitized image signal to generate development
data. The image signal processing circuit 116 also performs
Joint Photographic Experts Group (JPEG) or other compress-
ing processing and outputs the result to the memory controller
119.

The image signal processing circuit 116 can add two or
more pieces of development data on the buffer memory 122,
generate high-precision data with increased gradation bits
from development data, or simultaneously perform both the
processes, and write the result back to the buffer memory 122.
The image signal processing circuit 116 can also output an
image signal from the image sensor 112 and/or an image
signal reversely input from the memory controller 119 to the
display member 118 through the display drive circuit 117.
The image signal processing circuit 116 switches such func-
tions based on an instruction from the microcomputer 123.
The image signal processing circuit 116 can output informa-
tion to the microcomputer 123 if needed. Examples of the
information include exposure information on the signal of the
image sensor 112 and information on white balance. Based on
such pieces of information, the microcomputer 123 issues
instructions as to white balance and a gain adjustment. In a
continuous shooting operation, shot data is once stored into
the buffer memory 122 as unprocessed images. The image
signal processing circuit 116 reads the unprocessed image
data through the memory controller 119, and performs image
processing and compression processing for continuous
shooting. The number of shots in continuous shooting
depends on the capacity of the buffer memory 122.

The microcomputer 123 is a main control unit for control-
ling the entire digital camera 100. The microcomputer 123
executes various types of programs recorded on a nonvolatile
memory 130 by using a system memory 132 as a work
memory.

An operation detection unit 124 detects that an operation
member is operated. If the operation member is operated, the
operation detection unit 124 informs the microcomputer 123
of that state. The microcomputer 123 controls various com-
ponents according to the change of the operation member.
The operation detection unit 124 is capable of detecting the
open/close state of a lid of a slot where the recording medium
120 is accommodated (hereinafter, referred to as a card 1lid)
and the open/close state of a battery lid.

An example of the operation member is a release button 10.
A switch 1 (hereinafter, referred to as SW1) 125 is a switch
that is turned ON by a half press operation of the release
button 10. If the SW1 125 is ON, the microcomputer 123
performs shooting preparation processes such as an AF
operation and a light metering operation.

A switch 2 (hereinafter, referred to as SW2) 126 is a switch
that is turned ON by a full press operation of the release button
10. If the SW2 126 is ON, the microcomputer 123 performs
an actual shooting process of capturing an image and record-
ing the captured image on the recording medium 120 as an
image file.

A continuous shooting operation is performed while the
SW1 125 and the SW2 126 remain ON.

A liquid crystal drive circuit 127 drives an external liquid
crystal display member 128 and an in-finder liquid crystal
display member 129 according to display contents and com-
mands from the microcomputer 123. The external liquid crys-
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tal display member 128 and the in-finder liquid crystal dis-
play member 129 display operation statuses and messages by
using characters and/or graphics. The in-finder liquid crystal
display member 129 includes a not-illustrated backlight such
as a light-emitting diode (LED). The liquid crystal drive
circuit 127 also drives the LED.

Parameters such as an International Organization for Stan-
dardization (ISO) sensitivity, an image size, and image qual-
ity are set in advance of shooting. The microcomputer 123 can
check the remaining capacity of the recording medium 120
through the memory controller 119, and calculate the number
of shots available based on predicted value data on an image
size according to the set parameters. The number of shots
available may be displayed on the display member 118, the
external liquid crystal display member 128, and/or the in-
finder liquid crystal display member 129 if needed.

Examples of the nonvolatile memory 130 include an elec-
trically erasable programmable read-only memory (EE-
PROM) and a flash memory. The nonvolatile memory 130 can
retain data even when the digital camera 100 is not powered
on. A power supply unit 131 provides a necessary power
supply to the foregoing blocks and drive systems.

FIGS. 2A and 2B illustrate external views of the digital
camera 100. FIG. 2A is a front perspective view of the digital
camera 100. FIG. 2B is a rear perspective view of the digital
camera 100. The front perspective view illustrates the digital
camera 100 with the photographic lens 101, an interchange-
able lens, dismounted.

As illustrated in FIG. 2 A, the digital camera 100 has opera-
tion members including the release button 10, a main elec-
tronic dial 11, an ISO setting button 12, an exposure compen-
sation button 13, a shooting mode dial 14, and an aperture
reducing button 15. The aperture reducing button 15 is a
button for reducing the diaphragm 103 to a set aperture stop
value (F value). The user can press the aperture reducing
button 15 to check the brightness of a captured image through
the set aperture during a live view display in a shooting mode.
A live view display refers to a continuous display of images
being captured by the image sensor 112 on the display mem-
ber 118 generally in real time, with the main mirror 105
retracted. Such a display, or a through display, makes the
display member 118 function as an electronic viewfinder. The
main electronic dial 11 is a rotating operation member. The
main electronic dial 11 is used for operations such as increas-
ing and decreasing various set values including a photograph-
ing condition, changing a selected item when selecting vari-
ous items, and switching images in units of groups whenin a
playback mode.

As illustrated in FI1G. 2B, the digital camera 100 has opera-
tion members including an information display button 16, a
menu button 17, a playback button 18, a delete button 19, a
main switch 20, and a set button 21. The digital camera 100
also has a sub electronic dial 22, a zoom-in button 23, a
zoom-out button 24, and a multi controller 25. The main
switch 20 is an operation member for powering ON/OFF the
digital camera 100. The sub electronic dial 22 is a rotating
operation member. The sub electronic dial 22 is used for
operations such as changing a selected item when selecting
various items, and switching images to display when in a
playback mode. An eye-side finder unit 26 is an eyepiece unit
through which the user looks into a viewfinder and views an
optical image.

Next, a method of setting preset items as to multiple expo-
sure shooting will be described.

FIGS. 3A and 3B illustrate display examples of a menu
screen for making settings of the digital camera 100 as to
multiple exposure shooting. A menu screen 300 as to multiple
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exposure shooting illustrated in FIG. 3A appears on the dis-
play member 118 when the user presses the menu button 17 to
display a general menu, selects a menu for multiple exposure
shooting from the general menu, and confirms the selection.

The menu screen 300 displays menu items 301 to 304. The
user can operate the sub electronic dial 22 to select any of the
menu items 301 to 304. When the user presses the set button
21 with any one of the menu items selected, a list of setting
candidates for the selected menu item is displayed. The user
can operate the sub electronic dial 22 or make other opera-
tions to select a desired setting candidate from the displayed
list of setting candidates, and press the set button 21 again to
confirm and set the selected setting candidate as a set value.

The menu item 301 is a menu item for selecting whether to
perform multiple exposure shooting. Either one of two setting
candidates “on” and “off” can be selected and set. Hereinaf-
ter, the setting of the present menu item 301 will be referred
to as a multiple exposure shooting necessity setting. The
multiple exposure shooting necessity setting is recorded in
the system memory 132 or the nonvolatile memory 130. Ifthe
multiple exposure shooting necessity setting is changed from
“off” to “on” according to a user operation, the digital camera
100 starts multiple exposure shooting at the next image cap-
turing. The multiple exposure shooting necessity setting is
automatically changed from “on” to “off” under several con-
ditions to be described below, such as when multiple exposure
shooting has reached a predetermined number of shots and
has ended. If the menu item 301 is set to “off” according to a
user operation in a multiple exposure shooting in-process
state to be described below, the digital camera 100 ends the
multiple exposure shooting at that point. Here, a multiple
combined image file is generated if possible.

The menu item 302 is a menu item for selecting the number
of images to be superimposed for a set of multiple exposure
shots. The number of images can be selected and set from
among setting candidates of 2 to 9. If a base image to be
described below is not selected, the number of images set by
the menu item 302 serves as the number of images predeter-
mined for multiple exposure shooting. If a base image is
selected, the number of images predetermined for multiple
exposure shooting is the number of images selected by the
menu item 302 minus one. The number of images predeter-
mined for multiple exposure shooting is recorded in the sys-
tem memory 132. It should be noted that the menu item 302 is
not selectable to change if one or more images have been
captured by multiple exposure shooting and the multiple
exposure shooting is yet to be completed. Such a state will
hereinafter be referred to as a multiple exposure shooting
in-process state. In the multiple exposure shooting in-process
state, a multiple exposure shooting in-process flag to be
described below is set to 1.

The menu item 303 is a menu item for selecting whether an
automatic exposure adjustment function needs to be per-
formed in multiple exposure shooting. Either one of two
setting candidates “on” and “off” can be selected and set. The
present menu item 303 is not selectable to change in the
multiple exposure shooting in-process state.

The menu item 304 is a menu item for selecting a base
image for multiple exposure shooting. Any one of images
recorded on the recording medium 120 can be selected and set
as a base image. The present menu item 304 can be set only
when the multiple exposure shooting necessity setting is set at
“on” and the digital camera 100 is in a state other than the
multiple exposure shooting in-process state. More specifi-
cally, a base image can be set by the menu item 304 only
between when the multiple exposure shooting necessity set-
ting is set at “on” and when the first image is captured. If a
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base image is set, the screen display changes to that illustrated
in FIG. 3B. Animage 306 is an image that is selected as a base
image from among images recorded on the recording medium
120. The image signal processing circuit 116 reads a base
image from the recording medium 120, converts the base
image into development data, and loads the resulting devel-
opment data into the buffer memory 122. When a base image
is selected, the set value of an image size serving as a photo-
graphing condition (the image size of an image or images to
be captured in the subsequent multiple exposure shooting) is
set at the same value as the image size of the base image. The
selection of a base image makes it possible to perform mul-
tiple exposure shooting with an image captured in the past as
the first captured image. In the present exemplary embodi-
ment, images that can be selected as a base image are limited
to images previously captured by the digital camera 100
because the image sizes need to be matched. Images other
than those captured by the digital camera 100 may be
included as candidates for a base image if the images have
image sizes that the digital camera 100 can set as a photo-
graphing condition. When multiple exposure shooting ends,
the setting of a base image is cancelled and the digital camera
100 returns to the state where no base image is selected. A
cancel selected image button 305 is a button icon for cancel-
ing a selected base image. When the cancel selected image
button 305 is selected, the digital camera 100 immediately
restores the state where no base image is selected.

Referring to FIGS. 4A to 4E, data retained in the buffer
memory 122 during multiple exposure shooting will be
described. Each time an image is captured, the bufter memory
122 retains up to five pieces of image data including devel-
opment data, high-precision data, multiple development data,
display-specific multiple data, and previous image capturing
time display-specific multiple data.

Development data refers to data that is generated by apply-
ing development processing such as color processing to an
image signal obtained from the image sensor 112 in the image
capturing immediately before. The development data can be
compressed in the JPEG format to generate an image file ofan
original image to be recorded on the recording medium 120.

For the purpose of multiple combination, development
data obtained by the previous image capturing is subjected to
the image signal processing circuit 116 for bit enhancement
(hereinafter, precision enhancement). High-precision data
refers to the bit-enhanced image data that is added to high-
precision data generated before. The precision enhancement
can reduce the possibility that gradations may be saturated by
multiple combination processing. Other processing that
facilitates multiple combination may be applied aside from
the precision enhancement.

Multiple development data is high-precision data currently
generated (multiple-combined with an image or images
obtained before) to which development data obtained by the
current image capturing is added. The multiple development
data can be compressed in the JPEG format to generate an
image file of a multiple combined image to be recorded on the
recording medium 120.

Display-specific multiple data is data that is generated by
reducing and compressing multiple development data for dis-
play purpose. Such data is used to perform multiple quick
review (hereinafter, also referred to as QR) and playback
processing and multiple first image QR and playback pro-
cessing to be described below.

Previous image capturing time display-specific multiple
data is display-specific multiple data that has been generated
by previous image capturing. A multiple image combination
and a multiple image combination result image may refer to

10

20

25

30

35

40

45

50

55

60

8

an image generated by superimposing, composing, synthe-
sizing, or merging images by way of example and not of
limitation. Multiple image combination and multiple image
combination result image do not refer to synthesizing a plu-
rality of images that are placed in a tile-arranged configura-
tion such as is done for a panoramic effect. Multiple image
combination and multiple image combination result image
may be referred to as multiple-synthesize image, multiple-
composite image, multiple image combination image, or
multiple-composite image.

FIGS. 4A to 4E illustrate data retained in the buffer
memory 122 in respective states without a base image.

FIG. 4A illustrates the state of the buffer memory 122 after
the first image is captured. An image signal A is obtained by
the capturing of the first image. The image signal A is devel-
oped into development data A, which is then retained in the
buffer memory 122. Note that none of high-precision data,
multiple development data, display-specific multiple data,
and previous image capturing time display-specific multiple
data is generated or stored, and as much free area is reserved
in the buffer memory 122. Since as much capacity as needed
to store high-precision data, multiple development data, dis-
play-specific multiple data, and previous image capturing
time display-specific multiple data is left unused, the capacity
may be allocated for other processing so that the other pro-
cessing can be performed at high speed. Examples of the
other processing include face detection processing using live
view shooting, and contrast AF processing.

FIG. 4B illustrates the state of the buffer memory 122 after
the second image is captured. An image signal B is obtained
by the capturing of the second image. The image signal B is
developed into development data B, which is then retained in
the buffer memory 122. The development data A which has
been retained since the capturing of the first image is
enhanced in precision and retained as high-precision data A
(no addition occurs because there has been no high-precision
data retained after the first image). The high-precision data A
and the development data B are multiple combined to gener-
ate multiple development data A+B, which is then retained in
the buftfer memory 122. The multiple development data A+B
is reduced and compressed to generate display-specific mul-
tiple data A+B, which is then retained in the buffer memory
122. There is no display-specific multiple data generated
when the first image is captured. When the second image is
captured, previous image capturing time display-specific
multiple data is thus generated from the image file of the first
image A recorded on the recording medium 120. The gener-
ated previous image capturing time display-specific multiple
data is then retained in the buffer memory 122.

FIG. 4C illustrates the state of the buffer memory 122 after
the third image is captured. An image signal C is obtained by
the capturing of the third image. The image signal C is devel-
oped into development data C, which is then retained in the
buffer memory 122. The development data B which has been
retained since the capturing of the second image is enhanced
in precision. The result is added to the high-precision data A,
which has been retained since the capturing of the second
image, to generate high-precision data A+B. The generated
high-precision data A+B is then retained in the buffer
memory 122. The high-precision data A+B and the develop-
ment data C are multiple combined to generate multiple
development data A+B+C, which is then retained in the buffer
memory 122. The multiple development data A+B+C is
reduced and compressed to generate display-specific multiple
data A+B+C, which is then retained in the buffer memory
122. The display-specific multiple data A+B, which is gener-
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ated when the second image is captured, is retained as previ-
ous image capturing time display-specific multiple data A+B.

FIG. 4D illustrates the state of the buffer memory 122 when
the image obtained by the third image capturing is discarded
by multiple QR and playback processing to be described
below. When the image obtained by the third image capturing
is discarded, then the development data C, the multiple devel-
opment data A+B+C, and the display-specific multiple data
A+B+C are discarded from the buffer memory 122 of the state
illustrated in FIG. 4C. The image data that is retained as the
previous image capturing time display-specific multiple data
A+B in FIG. 4C is retained as display-specific multiple data
A+Bin FIG. 4D.

FIG. 4E illustrates the state of the buffer memory 122 when
the third image is recaptured after the third captured image is
discarded. An image signal D is obtained by the recapturing
of the third image (image capturing in a multiple exposure
shooting mode after acceptance of a recapturing instruction).
The image signal D is developed into development data D,
which is then retained in the buffer memory 122. The high-
precision data A+B which has been retained since the discard
of the third image is retained unchanged. The high-precision
data A+B and the development data D are multiple combined
to generate multiple development data A+B+D, which is then
retained in the buffer memory 122. The multiple development
data A+B+D is reduced and compressed to generate display-
specific multiple data A+B+D, which is then retained in the
buffer memory 122. The display-specific multiple data A+B
which has been retained since the discard of the third image is
retained as previous image capturing time display-specific
multiple data A+B.

Next, data used in the processing of multiple exposure
shooting will be described. The processing of multiple expo-
sure shooting is executed by using the following variables:

Multiple exposure shooting necessity setting: Can be set to
either “on” or “off”” The set value is recorded in the
nonvolatile memory 130 or the system memory 132. The
state “on” indicates a multiple exposure shooting mode.

Multiple exposure shooting in-process flag: A variable that
indicates whether multiple exposure shooting is in pro-
cess. This variable is recorded in the system memory
132. If the multiple exposure shooting necessity setting
is set at “on” and one or more images are captured, the
multiple exposure shooting in-process flag is 1 (multiple
exposure shooting in-process state). If multiple expo-
sure shooting ends, the multiple exposure shooting in-
process flag is “0”. Whether to perform normal quick
review processing or multiple quick review processing is
determined based on this flag.

Number of images predetermined for multiple exposure
shooting: A value that indicates the number of times of mul-
tiple exposure shooting to be performed (hereinafter, referred
to as a set of multiple exposure shots) for generating a mul-
tiple combined image. This value is recorded in the system
memory 132. If no base image is set, the number of images
predetermined for multiple exposure shooting is the number
of'images set via the menu item 302 illustrated in FIG. 3. Ifa
base image is set, the number of images predetermined for
multiple exposure shooting is the number of images set via
the menu item 302 illustrated in FIG. 3 minus one.

Number of images captured for multiple exposure shoot-
ing: A value that indicates the number of images cap-
tured so far for a set of multiple exposure shots. This
value is recorded in the system memory 132. If the
number of images captured for multiple exposure shoot-
ing reaches the number of images predetermined for
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multiple exposure shooting, a set of multiple exposure
shots ends. The multiple exposure shooting processing
is thus completed.

In the multiple exposure shooting in-process state, infor-
mation that indicates the storage location of each original
image captured so far by a set of multiple exposure shots on
the recording medium 120 is recorded in the system memory
132 as written file information. Ifthere is a plurality of record-
ing media to record images on, information that specifies the
storing recording medium is also recorded.

FIG. 5 is a flowchart illustrating multiple exposure shoot-
ing mode processing. The processing illustrated in FIG. 5 is
implemented by a program recorded in the nonvolatile
memory 130 being loaded into the system memory 132 and
executed by the microcomputer 123. The processing illus-
trated in FIG. 5 starts when the multiple exposure shooting
necessity setting is set to “on.”

In step S501, the microcomputer 123 determines whether
the SW2 is ON. If the SW2 is ON (YES in step S501), the
microcomputer 123 proceeds to step S502. If the SW2 is not
ON (NO in step S501), the microcomputer 123 proceeds to
step S507.

In step S502, the microcomputer 123 performs multiple
exposure shooting processing. The multiple exposure shoot-
ing processing will be described in detail below with refer-
ence to FIG. 6.

In step S503, the microcomputer 123 refers to the system
memory 132 and determines whether the number of images
captured for multiple exposure shooting is “1”. In other
words, the microcomputer 123 determines whether the first
image for a set of multiple exposure shots is captured by the
multiple exposure shooting processing performed in step
S502. If the number of images captured for multiple exposure
shooting is “1” (YES in step S503), the microcomputer 123
proceeds to step S504. In step S504, the microcomputer 123
sets a multiple exposure shooting in-process flag of “1”” in the
system memory 132. If in step S503 the number of images
captured for multiple exposure shooting is determined to be
not “1” (NO in step S503) or after the multiple exposure
shooting in-process flag is set to “1” in step S504, the micro-
computer 123 proceeds to step S505.

In step S505, the microcomputer 123 determines whether
the number of images captured for multiple exposure shoot-
ing retained in the system memory 132 is equal to the number
of images predetermined for multiple exposure shooting. If
the two numbers are equal (YES in step S505), a set of
multiple exposure shots has been completed. In step S506, the
microcomputer 123 performs save and exit processing, and
then ends the multiple exposure shooting mode processing.
The save and exit processing will be described below with
reference to FIG. 12.

In step S507, the microcomputer 123 determines whether
the playback button 18 is pressed (whether there is an instruc-
tion to enter a playback mode). If the playback button 18 is
pressed (YES in step S507), the microcomputer 123 proceeds
to step S508. If the playback button 18 is not pressed (NO in
step S507), the microcomputer 123 proceeds to step S514.

In step S508, the microcomputer 123 refers to the system
memory 132 and determines whether the multiple exposure
shooting in-process flag is “1” (whether in the multiple expo-
sure shooting in-process state). If the multiple exposure
shooting in-process flag is “1” (YES in step S508), the micro-
computer 123 proceeds to step S510. If the multiple exposure
shooting in-process flag is not “1” (NO in step S508), the
microcomputer 123 proceeds to step S509.

In step S509, the microcomputer 123 performs normal
playback mode processing. In the normal playback mode
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processing, the microcomputer 123 performs playback pro-
cessing including a single image display, a multiple display,
image advancing, delete, and attaching an attribute. The play-
back mode processing is targeted for all images that are
recorded on the recording medium 120 and reproducible by
the digital camera 100.

In step S510, the microcomputer 123 determines whether a
base image is set. If no base image is set (NO in step S510),
the microcomputer 123 proceeds to step S511. If abase image
is set (YES in step S510), the microcomputer 123 proceeds to
step S513.

In step S511, the microcomputer 123 determines whether
the number of images captured for multiple exposure shoot-
ing recorded in the system memory 132 is greater than or
equal to “2”. If the number is determined to be greater than or
equal to “2” (YES in step S511), the microcomputer 123
proceeds to step S513. If the number is less than “2” (NO in
step S511), the microcomputer 123 proceeds to step S512.
Since the multiple exposure shooting in-process flag is “1”,
that the number of images captured for multiple exposure
shooting is less than “2” means that the number of images
captured for multiple exposure shooting is “1”.

In step S512, the microcomputer 123 performs multiple
first image QR and playback processing. The multiple first
image QR and playback processing is display processing
intended to check an image that has been acquired after entry
to a multiple exposure shooting mode, and to check how the
image is multiple combined. None of the images captured
before the entry to the multiple exposure shooting mode is
displayed, except a base image. The multiple first image QR
and playback processing will be described below with refer-
ence to F1G. 9.

In step S513, the microcomputer 123 performs multiple
QR and playback processing. The multiple QR and playback
processing is display processing to check images that have
been acquired after entry to the multiple exposure shooting
mode, and to check how the images are multiple combined.
None of images captured before the entry to the multiple
exposure shooting mode is displayed, except a base image.
The multiple QR and playback processing will be described
below with reference to FIG. 8.

In step S514, the microcomputer 123 refers to the system
memory 132 and determines whether the multiple exposure
shooting in-process flag is “1”. If the multiple exposure
shooting in-process flag is “1”” (YES in step S514), the micro-
computer 123 proceeds to step S515. If the multiple exposure
shooting in-process flag is not “1” (NO in step S514), the
microcomputer 123 proceeds to step S517.

In step S515, the microcomputer 123 determines whether
an interruptive event has occurred. The interruptive event
refers to an event on which the multiple exposure shooting
mode is to be interrupted. Examples include the following:

An event that changes the multiple exposure shooting

necessity setting to “off”” according to a user operation.

A user operation on the main switch 20, opening of the card

lid, and opening of the battery lid. An event that turns off
the power, such as expiration of an automatic power-off
time.

An event that prevents continuation of multiple exposure

shooting depending on conditions of shooting settings.
If an interruptive event has occurred (YES in step S515),
the microcomputer 123 proceeds to step S516. [fno such
event has occurred (NO in step S515), the microcom-
puter 123 proceeds to step S517.

In step S516, the microcomputer 123 performs the save and
exit processing. The save and exit processing will be
described below with reference to FIG. 12.
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In step S517, the microcomputer 123 refers to the multiple
exposure shooting necessity setting stored in the system
memory 132 or the nonvolatile memory 130, and determines
whether the multiple exposure shooting is set at “on.” If the
multiple exposure shooting is set at “on” (YES in step S517),
the microcomputer 123 proceeds to step S501 to repeat the
multiple exposure shooting mode processing. If the multiple
exposure shooting is set at “off” (NO in step S517), the
microcomputer 123 ends the multiple exposure shooting
mode processing.

FIG. 6 is a flowchart illustrating the multiple exposure
shooting processing in step S502 illustrated in FIG. 5
described above. The processing illustrated in FIG. 6 is
implemented by a program recorded in the nonvolatile
memory 130 being loaded into the system memory 132 and
executed by the microcomputer 123.

In step S601, the microcomputer 123 controls exposure.
When the exposure is completed, then in step S602, the
microcomputer 123 performs control to read an image signal
accumulated in the image sensor 112.

In step S603, the microcomputer 123 instructs the image
signal generation circuit 116 to generate development data
from the image signal read in step S602. As illustrated in
FIGS. 4A to 4E, the generated development data is stored in
the buffer memory 122.

In step S604, the microcomputer 123 causes the image
signal processing circuit 116 to compress the development
data generated in step S603. In step S605, the microcomputer
123 records the result on the recording medium 120 as an
image file (first recording control). The image file contains a
single original image, not a combined one. In step S606, the
microcomputer 123 adds information indicating the storage
location of the image file recorded in step S605 to written file
information retained in the system memory 132. Instead of or
in addition to the information indicating the storage location
of the image file, the microcomputer 123 may record infor-
mation that identifies the image file (such as a file name). The
microcomputer 123 adds “1” to the number of images cap-
tured for multiple exposure shooting retained in the system
memory 132.

In step S607, the microcomputer 123 determines whether a
base image is set. If there is a base image (YES in step S607),
the microcomputer 123 proceeds to step S608. If no base
image is set (NO in step S607), the microcomputer 123 pro-
ceeds to step S611.

In step S608, the microcomputer 123 refers to the system
memory 132 and determines whether the number of images
captured for multiple exposure shooting is greater than or
equal to “2”. If the number is less than “2”, i.e., the number of
captured images is only one which results from the current
image capturing (NO in step S608), the microcomputer 123
proceeds to step S609. If the number is greater than or equal
to “2” (YES in step S608), the microcomputer 123 proceeds
to step S610.

In step S609, the microcomputer 123 reads the base image
from the recording medium 120 and acquires development
data of the base image. The microcomputer 123 enhances the
precision of the development data of the base image by using
the image signal processing circuit 116, and stores the result-
ing high-precision data into the buffer memory 122. In other
words, the processing is performed with the base image as an
image signal A obtained by the capturing of the first image in
FIG. 4B and with the image data acquired by the current
image capturing in step S602 as an image signal B obtained
by the capturing of the second image in FIG. 4B.

In step S610, the microcomputer 123 enhances the preci-
sion of the development data obtained by the previous image
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capturing by using the image signal processing circuit 116.
The microcomputer 123 adds the result to high-precision data
generated before to generate high-precision data, and stores
the high-precision data into the buffer memory 122. In terms
of the example illustrated in FIGS. 4A to 4E, such an opera-
tion translates as follows: When the third image is captured in
FIG. 4C, development data B obtained by the capturing of the
second image is enhanced in precision. The result is added to
high-precision data A that is generated when the second
image is captured, whereby high-precision data A+B is gen-
erated. The high-precision data A+B is stored into the buffer
memory 122.

In step S611, the microcomputer 123 refers to the system
memory 132 and determines whether the number of images
captured for multiple exposure shooting is greater than or
equal to “2”. If the number is determined to be greater than or
equal to “2” (YES in step S611), the microcomputer 123
proceeds to step S612. If the number is less than “2”, i.e., the
number of captured images is only one, which results from
the current image capturing (NO in step S611), the micro-
computer 123 proceeds to step S618. If in step S611 the
number of images captured for multiple exposure shooting is
determined to be only one, which results from the current
image shooting (NO in step S611), the buffer memory 122 is
in the state illustrated in FIG. 4A.

In step S612, the microcomputer 123 determines whether
the number of images captured for multiple exposure shoot-
ing is “2”. Ifthe number is not “2”, i.e., is three or greater (NO
in step S612), the microcomputer 123 proceeds to step S610.
If the number is “2” (YES in step S612), the microcomputer
123 proceeds to step S613.

In step S613, the microcomputer 123 enhances the preci-
sion of the development data obtained by the previous image
capturing by using the image signal processing circuit 116,
thereby generating high-precision data. The microcomputer
123 stores the high-precision data into the buffer memory
122. In terms of the example illustrated in FIGS. 4A to 4E,
such an operation translates as follows. Development data A
obtained by the capturing of the first image is enhanced in
precision when the second image is captured in FIG. 4B. The
result is stored into the buffer memory 122 as high-precision
data A.

In step S614, the microcomputer 123 multiple combines
high-precision data generated in any one of steps S609, S610,
and S613 with the development data of the current captured
image, generated in step S603, by using the image signal
processing circuit 116. The microcomputer 123 stores the
generated multiple combined image into the buffer memory
122 as multiple development data.

In step S615, the microcomputer 123 reduces and com-
presses the high-precision data generated in step S614 by
using the image signal processing circuit 116. The microcom-
puter 123 stores the result into the buffer memory 122 as
display-specific multiple data.

In step S616, the microcomputer 123 determines whether a
quick review (QR) is set to be made. Whether to make a QR
immediately after image capturing may be set in advance
according to a user operation. If a QR is set to be made (YES
in step S616), the microcomputer 123 proceeds to step S617.
In step S617, the microcomputer 123 performs the multiple
QR and playback processing. The multiple QR and playback
processing will be described below with reference to FIG. 8.
Ifin step S616 a QR is set not to be made (NO in step S616)
or after the processing in step S617 is completed, the micro-
computer 123 ends the multiple exposure shooting process-
ing. The microcomputer 123 then proceeds to step S503 illus-
trated in FIG. 5 described above.
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In step S618, the microcomputer 123 determines whether a
quick review (QR) is set to be made. If a QR is set to be made
(YES in step S618), the microcomputer 123 proceeds to step
S619. In step S619, the microcomputer 123 performs the
multiple first image QR and playback processing. The mul-
tiple first image QR and playback processing will be
described below with reference to FIG. 9. Ifinstep S618 aQR
is set not to be made (NO in step S618) or after the processing
in step S619 is completed, the microcomputer 123 ends the
multiple exposure shooting processing. The microcomputer
123 then proceeds to step S503 illustrated in FIG. 5 described
above.

FIGS. 7A and 7B illustrate display examples of an initial
display screen to be displayed on the display member 118 for
a quick review in multiple exposure shooting (display con-
trol). FIGS. 7A and 7B each illustrate a display example
where the number of images to be superimposed for multiple
exposure shooting is set at “3” via the menu item 302 illus-
trated in FIG. 3 described above, and no base image is set via
the menu item 304.

FIG. 7A illustrates an initial display screen that is dis-
played for a quick review immediately after the capturing of
the first image for a set of multiple exposure shots. Such a
screen is initially displayed in the multiple first image QR and
playback processing illustrated in FIG. 9 to be described
below. A display item 701 includes an icon that indicates that
the image is the one obtained by multiple exposure shooting.
Thedisplay item 701 also includes an indication that there are
two images left to reach the number of images predetermined
for multiple exposure shooting. A display item 702 is a guide
display indicating that the delete button 19 can be pressed to
display a processing select dialog to be described below. An
image 703 is the one that is not multiple combined because
only one image has been captured. The image 703 is based on
an image file read from the recording medium 120.

FIG. 7B illustrates aninitial display screen thatis displayed
for a quick review immediately after the capturing of the
second image for a set of multiple exposure shots. Such a
screen is initially displayed in the multiple QR and playback
processing illustrated in FIG. 8 to be described below. A
display item 704 expresses a meaning similar to that of the
display item 701 in FIG. 7A. The display item 704 indicates
that there is one image left, one fewer, to reach the number of
images predetermined for multiple exposure shooting. An
image 705 is a multiple combined image of the first image and
the currently-captured, second, image. The image 705 dis-
plays the display-specific multiple data A+B in FIG. 4B

FIG. 8 is a flowchart illustrating the multiple QR and play-
back processing in step S513 illustrated in FIG. 5 and step
S617 illustrated in FIG. 6 described above. The processing
illustrated in FIG. 8 is implemented by a program recorded in
the nonvolatile memory 130 being loaded into the system
memory 132 and executed by the microcomputer 123.

In step S801, the microcomputer 123 starts counting (starts
a timer) the time of a quick review (for example, two sec-
onds). Such processing is not performed if a quick review
time is set at HOLD (no automatic cancellation) or if the
playback button 18 has been pressed to enter the processing
illustrated in FIG. 8 (i.e., when in the playback mode process-
ing).

In step S802, the microcomputer 123 displays display-
specific multiple data illustrated in FIGS. 4A to 4E on the
display member 118. A display example is illustrated in FIG.
7B described above. The user can view the display-specific
multiple data to check a multiple combined image that is to be
generated from images obtained by image capturing so far.
More specifically, the user can check a multiple combined
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image (first image) made of a number (first number) of
images including an image or images as many as the number
of images captured for multiple exposure shooting at this
point in time and a base image if any.

In step S803, the microcomputer 123 determines whether a
predetermined quick view time has elapsed from the clocking
of step S801. If the predetermined time has elapsed (YES in
step S803), the microcomputer 123 ends the multiple QR and
playback processing and returns to the multiple exposure
shooting mode processing illustrated in FIG. 5. If the prede-
termined time has not elapsed yet (NO in step S803), the
microcomputer 123 proceeds to step S804. The processing in
step S803 is not performed if the quick review time is set to
HOLD (no automatic cancellation) or if the playback button
18 has been pressed to enter the processing illustrated in FIG.
8 (i.e., when in the playback mode processing).

In step S804, the microcomputer 123 determines whether
the SW1 is ON and whether the playback button 18 is pressed.
Ifthe SW1 is determined to be ON or the playback button 18
is determined to be pressed (YES in step S804), the micro-
computer 123 ends the multiple QR and playback processing
and returns to the multiple exposure shooting mode process-
ing illustrated in FIG. 5. If not (NO in step S804), the micro-
computer 123 proceeds to step S805.

In step S805, the microcomputer 123 determines whether
the delete button 19 is pressed. If the delete button 19 is
determined to be pressed (YES in step S805), the microcom-
puter 123 proceeds to step S806. If the delete button 19 is
determined to be not pressed (NO in step S805), the micro-
computer 123 returns to step S803 and repeats the foregoing
processing.

In step S806, the microcomputer 123 ends counting time
and clears the timer if the quick review time has started being
counted in step S801.

In step S807, the microcomputer 123 displays a processing
select dialog on the display member 118. FIG. 10A illustrates
a display example of the processing select dialog. A process-
ing select dialog 1005 is displayed as superimposed on a
display of display-specific multiple data 705. A return to
previous screenicon 1001, a one imageback icon 1002, asave
and exit icon 1003, and an exit without saving icon 1004 are
displayed in a lower part of the processing select dialog 1005.
A description text on one of the icons 1001 to 1004 that is
currently selected by a select frame is displayed in an upper
part of the processing select dialog 1005. The select frame can
be moved to an arbitrary icon according to an operation on the
sub electronic dial 22. For an initial state, in step S807, the
microcomputer 123 displays the processing select dialog
1005 with the return to previous screen icon 1001 selected by
the select frame. Having displayed the processing select dia-
log 1005, the microcomputer 123 proceeds to step S810.

In step S810, the microcomputer 123 determines whether
the set button 21 is pressed to make a confirmation operation
with the return to previous screen icon 1001 selected. If a
confirmation operation is determined to be made with the
return to previous screen icon 1001 selected (YES in step
S810), then in step S811, the microcomputer 123 dismisses
the processing select dialog to restore the display illustrated
in FIG. 7B. The microcomputer 123 then returns to step S803
to repeat the processing. If no such confirmation operation is
determined to be made (NO in step S810), the microcomputer
123 proceeds to step S812.

In step S812, the microcomputer 123 determines whether
the one image back icon 1002 is selected by the select frame.
If the one image back icon 1002 is selected (YES in step
S812), the microcomputer 123 proceeds to step S813. If not
(NO in step S812), the microcomputer 123 proceeds to step
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S816. In step S813, the microcomputer 123 displays previous
image capturing time display-specific multiple data stored in
the buffer memory 122, illustrated in FIGS. 4A to 4E, on the
display member 118. A display example is illustrated in FIG.
10B. Animage 706 represents previous image capturing time
display-specific multiple data. In the example illustrated in
FIG. 10B, two images have been captured for a set of multiple
exposure shots when the display is moved one image back.
The image 706 thus shows a non-multiple image including
only the first image. If three or more images have been cap-
tured when a display is moved one image back, then the user
can check a multiple combined image excluding the image
captured immediately before (last captured image). More
specifically, the user can check a multiple combined image
(second image) made of anumber (second number) of images
including images as many as the number of images captured
for multiple exposure shooting at this point in time and a base
image if any (first number), excluding the last captured
image. In such a way, according to an exemplary embodiment
of the present invention, a multiple combined image (image
706) excluding the last captured image and a multiple com-
bined image (image 705) including the last captured image
can be switched for display during a quick review or in a
playback mode. Such a switched display allows the user to
easily compare the two images and determine whether the
immediately previous image is a satisfactory one as an image
to be multiple combined. If the immediately previous image
is not satisfactory, the user can discard the immediately pre-
vious image and continue multiple exposure processing from
one image back.

In step S814, the microcomputer 123 determines whether
the set button 21 is pressed to make a confirmation operation
with the one image back icon 1002 selected (in other words,
whether a recapturing instruction is given). If a confirmation
operation is determined to be made with the one image back
icon 1002 selected (YES in step S814), the microcomputer
123 proceeds to step S815. If not (NO in step S814), the
microcomputer 123 proceeds to step S816.

In step S815, the microcomputer 123 performs one image
back processing. The one image back processing will be
described below with reference to FIG. 11. Completing the
one image back processing, the microcomputer 123 ends the
multiple QR and playback processing and returns to the mul-
tiple exposure shooting mode processing illustrated in FIG. 5.

In step S816, the microcomputer 123 determines whether
the save and exit icon 1003 is selected by the select frame. If
the save and exiticon 1003 is selected (YES in step S816), the
microcomputer 123 proceeds to step S817. If not (NO in step
S816), the microcomputer 123 proceeds to step S820. In step
S817, the microcomputer 123 displays display-specific mul-
tiple data stored in the buffer memory 122, illustrated in
FIGS. 4A to 4E, on the display member 118. A display
example is illustrated in FIG. 10C. The image 705 displays
the display-specific multiple data. The user views the image
705. If the multiple combined image generated from the
images obtained by multiple exposure shooting so far is sat-
isfactory, the microcomputer 123 may generate and save a
multiple combined image and end the multiple exposure
shooting.

In step S818, the microcomputer 123 determines whether
the set button 21 is pressed to make a confirmation operation
with the save and exit icon 1003 selected. If a confirmation
operation is determined to be made with the save and exit icon
1003 selected (YES in step S818), the microcomputer 123
proceeds to step S819. If not (NO in step S818), the micro-
computer 123 proceeds to step S820.
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In step S819, the microcomputer 123 performs the save and
exit processing. The save and exit processing will be
described below with reference to FIG. 12. Completing the
save and exit processing, the microcomputer 123 ends the
multiple QR and playback processing. The microcomputer
123 ends the processing in the multiple exposure shooting
mode without returning to the multiple exposure shooting
mode processing illustrated in FIG. 5, and enters a normal
shooting mode.

In step S820, the microcomputer 123 determines whether
the exit without saving icon 1004 is selected by the select
frame. If the exit without saving icon 1004 is selected (YES in
step S820), the microcomputer 123 proceeds to step S821. If
not (NO in step S820), the microcomputer 123 proceeds to
step S808. In step S821, the microcomputer 123 displays
display-specific multiple data stored in the buffer memory
122, illustrated in FIGS. 4A to 4E, on the display member
118. A display example is illustrated in FIG. 10D. The image
705 displays display-specific multiple data. The user views
the image 705. If the multiple combined image generated
from images obtained by multiple exposure shooting so far is
not satisfactory on the whole, the user may discard all the
images captured so far for the set of multiple exposure shots
and end the multiple exposure shooting.

In step S822, the microcomputer 123 determines whether
the set button 21 is pressed to make a confirmation operation
with the exit without saving icon 1004 selected. If a confir-
mation operation is determined to be made with the exit
without saving icon 1004 selected (YES in step S822), the
microcomputer 123 proceeds to step S823. If not (NO in step
5822), the microcomputer 123 proceeds to step S808.

In step S823, the microcomputer 123 performs exit without
saving processing. The exit without saving processing will be
described below with reference to FIG. 13. Completing the
exit without saving processing, the microcomputer 123 ends
the multiple QR and playback processing. The microcom-
puter 123 ends the processing in the multiple exposure shoot-
ing mode without returning to the multiple exposure shooting
mode processing illustrated in FIG. 5, and enters the normal
shooting mode.

In step S808, the microcomputer 123 determines whether
the return to previous screen icon 1001 is selected by the
select frame. If the return to previous screen icon 1001 is
selected (YES in step S808), the microcomputer 123 pro-
ceeds to step S809. If not (NO in step S808), the microcom-
puter 123 proceeds to step S812. In step S809, the microcom-
puter 123 displays display-specific multiple data stored in the
buffer memory 122, illustrated in FIGS. 4A to 4E, on the
display member 118. A display example is illustrated in FIG.
10A described above.

Note that in the initial display in step S802 illustrated in
FIG. 8, the display member 118 displays display-specific
multiple data. Instead, the display member 118 may display a
non-multiple captured image that is captured immediately
before. Processing of selecting and switching to display dis-
play-specific multiple data and a non-multiple captured
image may be added.

FIG.9is aflowchart illustrating the multiple first image QR
and playback processing in step S512 illustrated in FIG. 5 and
step S619 illustrated in FIG. 6 described above. The process-
ing illustrated in FIG. 9 is implemented by a program
recorded in the nonvolatile memory 130 being loaded into the
system memory 132 and executed by the microcomputer 123.

Step S901 is similar to step S801 illustrated in FIG. 8
described above. Description thereof will thus be omitted.

In step S902, the microcomputer 123 decodes compressed
data on the image file of an image that is captured immedi-
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ately before, recorded on the recording medium 120, and
displays the result on the display member 118. A display
example is illustrated in FIG. 7A described above. The mul-
tiple first image QR and playback processing illustrated in
FIG. 9 deals with a situation where there is no base image and
only one image has been captured by multiple exposure
shooting. The buffer memory 122 thus stores no display-
specific multiple data. The microcomputer 123 then displays
the image 703 based on an image file read from the recording
medium 120.

The processing in steps S903 to S907 and S910 to S912 is
similar to the processing in steps S803 to S807 and S810 to
S812 illustrated in FIG. 8 described above, respectively.
Description thereof will thus be omitted. FIG. 10E illustrates
a display example in step S907.

In step S913, the microcomputer 123 causes the display
member 118 to display a black image since the buffer
memory 122 stores no previous image capturing time display-
specific multiple data. A display example is illustrated in FIG.
10F. Such a display can inform the user that, after one image
back, there is no image obtained by multiple exposure shoot-
ing. Other displays may be used instead of a black image. A
warning such as “No image to display” may be displayed. An
alternative image to the black image may be a monotone
image in order to indicate that the image is not a captured one.

The processing in steps S914 to S916 is similar to the
processing in steps S814 to S816 illustrated in FIG. 8
described above, respectively. Description thereof will thus
be omitted.

In step S917, the buffer memory 122 stores no display-
specific multiple data. The microcomputer 123 then decodes
compressed data on an image file of an image that is captured
immediately before, recorded on the recording medium 120,
and displays the result on the display member 118. A display
example is illustrated in FIG. 10G.

The processing in steps S918 to S920 is similar to the
processing in steps S818 to S820 illustrated in FIG. 8
described above, respectively. Description thereof will thus
be omitted.

In step S921, the buffer memory 122 stores no display-
specific multiple data. The microcomputer 123 then decodes
compressed data on an image file of an image that is captured
immediately before, recorded on the recording medium 120,
and displays the result on the display member 118. A display
example is illustrated in FIG. 10H.

The processing in steps S922, S923, and S908 is similar to
the processing in steps S822, S823, and S808 illustrated in
FIG. 8 described above, respectively. Description thereof will
thus be omitted.

In step S921, the buffer memory 122 stores no display-
specific multiple data. The microcomputer 123 then decodes
compressed data on an image file of an image that is captured
immediately before, recorded on the recording medium 120,
and displays the result on the display member 118.

FIG. 11 is a flowchart illustrating the one image back
processing in step S815 illustrated in FIG. 8 and step S915
illustrated in FIG. 9 described above. The processing illus-
trated in FIG. 11 is implemented by a program recorded in the
nonvolatile memory 130 being loaded into the system
memory 132 and executed by the microcomputer 123.

In step S1101, the microcomputer 123 refers to written file
information stored in the system memory 132. The micro-
computer 123 searches for an image file of an image captured
immediately before, recorded on the recording medium 120,
and deletes the image file.

In step S1102, the microcomputer 123 deletes information
on the image file deleted in step S1101 from the written file
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information stored in the system memory 132, thereby updat-
ing the written file information.

In step S1103, the microcomputer 123 subtracts “1” from
the number of images captured for multiple exposure shoot-
ing retained in the system memory 132.

In step S1104, the microcomputer 123 determines whether
the number of images captured for multiple exposure shoot-
ing retained in the system memory 132 is “0”. If the number
is determined to be not “0” (NO in step S1104), the micro-
computer 123 proceeds to step S1105. If the number is deter-
mined to be “0” (YES in step S1104), the microcomputer 123
proceeds to step S1106.

In step S1105, the microcomputer 123 discards develop-
ment data, multiple development data, and previous image
capturing time display-specific multiple data from the buffer
memory 122, and ends the one image back processing. Such
an operation corresponds to changing the state of the buffer
memory 122 from the state illustrated in FIG. 4C to that
illustrated in FIG. 4D described above. In the state illustrated
in FIG. 4D, high-precision data A+B remains in the buffer
memory 122. A third image can thus be recaptured to con-
tinue multiple exposure shooting from the previous result of
multiple exposure shooting. Display-specific multiple data
A+B also remains in the buffer memory 122. After the recap-
turing of the third image, the display-specific multiple data
A+B is retained as previous image capturing time display-
specific multiple data A+B, so that the “one image back”
processing can be performed again.

In step S1106, the microcomputer 123 discards develop-
ment data from the buffer memory 122. Such an operation
corresponds to discarding the development data in the state
illustrated in FIG. 4A.

In step S1107, the microcomputer 123 resets the multiple
exposure shooting in-process flag retained in the system
memory 132 to “0”, and ends the one image back processing.
Although the buffer memory 122 contains no image data, the
multiple exposure shooting mode processing itself is not ter-
minated here. Multiple exposure shooting can thus be contin-
ued from the first image without performing presetting for
multiple exposure shooting again.

FIG. 12 is a flowchart illustrating the save and exit process-
ing in step S819 illustrated in FIG. 8 and step S919 illustrated
in FIG. 9 described above. The processing illustrated in FIG.
12 is implemented by a program recorded in the nonvolatile
memory 130 being loaded into the system memory 132 and
executed by the microcomputer 123.

In step S1201, the microcomputer 123 determines whether
the number of images captured for multiple exposure shoot-
ing retained in the system memory 132 is greater than or equal
to “2”. If the number is greater than or equal to “2” (YES in
step S1201), the microcomputer 123 proceeds to step S1202.
Ifthe number is less than “2” (NO in step S1201), the micro-
computer 123 proceeds to step S1206.

In step S1202, the microcomputer 123 compresses mul-
tiple development data stored in the buffer memory 122 to
generate an image file.

In step S1203, the microcomputer 123 generates an image
file of a multiple combined image from the multiple develop-
ment data compressed in step S1202. An example of the
generated image file is a JPEG file. The microcomputer 123
may refer to written file information retained in the system
memory 132, and record information that identifies the origi-
nal images of the multiple combined image into a header of
the image file of the multiple combined image as attribute
information. The microcomputer 123 may store such infor-
mation into a different area in association with the image file.
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In step S1204, the microcomputer 123 records the image
file of the multiple combined image generated in step S1203
on the recording medium 120 (second recording control).

In step S1205, the microcomputer 123 performs multiple
exposure shooting initialization processing. In the initializa-
tion processing, the microcomputer 123 discards all pieces of
image data recorded in the buffer memory 122. The micro-
computer 123 resets the number of images predetermined for
multiple exposure shooting and the number of images cap-
tured for multiple exposure shooting recorded in the system
memory 132. The microcomputer 123 changes the multiple
exposure shooting necessity setting to “off.”” The microcom-
puter 123 resets the multiple exposure shooting in-process
flag retained in the system memory 132 to “0”. The micro-
computer 123 deletes all the contents of written file informa-
tion retained in the system memory 132. Completing the
processing in step S1205, the microcomputer 123 ends the
save and exit processing.

In step S1206, the microcomputer 123 determines whether
the number of images captured for multiple exposure shoot-
ing retained in the system memory 132 is “1”. If the number
is “1” (YES in step S1206), the microcomputer 123 proceeds
to step S1207. If the number is not “1”, i.e., is “0” (NO in step
S1206), the microcomputer 123 proceeds to step S1205.

In step S1207, the microcomputer 123 determines whether
abase image is set. [f a base image is set (YES in step S1207),
the microcomputer 123 proceeds to step S1202. In step
S1202, the microcomputer 123 generates an image file of a
multiple combined image and records the image file on the
recording medium 120. If no base image is set (NO in step
S1207), the microcomputer proceeds to step S1208.

In step S1208, only one image has been captured for a set
of multiple exposure shots and there is no base image. In such
a situation, the generation of a multiple combined image
produces substantially no superimposition and results in sub-
stantially the same image as the only one image. The micro-
computer 123, therefore, displays a warning that no multiple
combined image is generated in the absence of superimposi-
tion. The microcomputer 123 also displays on the display
member 118 a user interface (UI) for accepting a selection
whether to delete the written original image file.

In step S1209, the microcomputer 123 determines whether
the UI displayed in step S1208 has accepted an instruction
from the user via an operation member, the instruction
instructing to delete the written original image. If the delete
instruction has been received (YES in step S1209), the micro-
computer 123 proceeds to step S1210. If no such delete
instruction has been received (NO in step S1209), the micro-
computer 123 proceeds to step S1211.

In step S1210, the microcomputer 123 refers to written file
information retained in the system memory 132, and deletes
the image file of the original image that is captured in the
multiple exposure shooting mode and recorded on the record-
ing medium 120. The microcomputer 123 also deletes infor-
mation on the deleted image file from the written file infor-
mation.

In step S1211, the microcomputer 123 displays a screen for
receiving a selection whether to register the written original
image as the first image to be displayed on a base image select
screen when performing presetting for multiple exposure
shooting next time (selection acceptance). The microcom-
puter 123 then determines whether an instruction to register
the written original image as the first image to be displayed on
the base image select screen next time is received from the
user via an operation member. If the instruction is determined
to be received (YES in step S1211), the microcomputer 123
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proceeds to step S1212. If the instruction is determined to be
not received (NO in step S1211), the microcomputer 123
proceeds to step S1205.

In step S1212, the microcomputer 123 registers the written
original image as the first image to be displayed on the base
image select screen when performing presetting for multiple
exposure shooting next time. As a result, the only image
captured in the multiple exposure shooting that is interrupted
by the present processing is displayed as the first candidate for
a base image when setting a base image from the menu item
304 illustrated in FIG. 3 next time. For example, suppose that
multiple exposure shooting is started, an image is captured,
and the multiple exposure shooting is once ended for the
purpose of image capturing other than the multiple exposure
shooting. The processing in step S1212 can reduce the user’s
operation burden when resuming the multiple exposure
shooting at where it ended the last time.

Completing the processing in step S1212, the microcom-
puter 123 proceeds to step S1205. In step S1205, the micro-
computer 123 performs the multiple exposure shooting ini-
tialization processing, and ends the save and exit processing.

According to the processing illustrated in FIG. 12, multiple
exposure shooting may be ended without a base image and
with only one image captured by the multiple exposure shoot-
ing, or with a base image and without an image captured by
the multiple exposure shooting. In such cases, the microcom-
puter 123 does not generate or record an image file of a
multiple combined image. More specifically, if there is only
one image to be multiple combined, the microcomputer 123
does not generate or record an image file of such a multiple
combined image. This can prevent substantially the same
image files from being redundantly recorded to waste a stor-
age capacity when a multiple combined image generated ends
up being substantially the same as its original image. If there
is only one image to be multiple combined, the microcom-
puter 123 may perform up to the generation of a multiple
combined image but not the recording of the multiple com-
bined image. This can provide the same effect in terms of
preventing the recording capacity from being wasted. The
foregoing description has dealt with the case where the writ-
ten original image is registered in step S1212 as a first image
to be displayed on the base image select screen next time.
Instead, a base image may simply be set to be used next time
and the written original image may be set as the base image
next time.

FIG. 13 is a flowchart illustrating the exit without saving
processing in step S823 illustrated in FIG. 8 and step S923
illustrated in FIG. 9 described above. The processing illus-
trated in FIG. 13 is implemented by a program recorded in the
nonvolatile memory 130 being loaded into the system
memory 132 and executed by the microcomputer 123.

In step S1301, the microcomputer 123 refers to written file
information retained in the system memory 132, and searches
the recording medium 120 for a written image file of an image
that is captured for the current set of multiple exposure shots.

In step S1302, the microcomputer 123 deletes the written
image file searched for and found in step S1301 from the
recording medium 120.

In step S1303, the microcomputer 123 refers to the written
file information retained in the system memory 132, and
determines whether there is any written image file that is
captured for the current set of multiple exposure shots and
recorded on the recording medium 120. Ifitis determined that
there is such a file (YES in step S1303), the microcomputer
123 returns to step S1301 and repeats processing to delete the
remaining image(s). If it is determined that there is no such
file, i.e., all images captured for the current set of multiple
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exposure shots are determined to have been deleted (NO in
step S1303), the microcomputer 123 proceeds to step S1304.

In step S1304, the microcomputer 123 performs multiple
exposure shooting initialization processing, and ends the exit
without saving processing. The multiple exposure shooting
initialization processing is the same processing as that in step
S1205 illustrated in FIG. 12.

Instead of the multiple exposure shooting setting menu
illustrated in FIG. 3 described in the foregoing exemplary
embodiment, more detailed presetting may be performed as
to multiple exposure shooting.

FIG. 14 illustrates another display example of the menu
screen for making settings of the digital camera 100 as to the
multiple exposure shooting. FIG. 14 illustrates a menu screen
1300 for multiple exposure shooting. The menu screen 1300
is displayed on the display member 118 when the user presses
the menu button 17 to display a general menu and selects a
multiple exposure shooting menu from the general menu.

The menu screen 1300 displays menu items 1301 to 1306.
The method of selecting a menu item and the method of
setting a set value from a list of setting candidates for each
menu item are similar to those illustrated in FIGS. 3A and 3B.

The menu item 1301 is a menu item for selecting how
multiple exposure shooting is performed. Any one of setting
candidates “off,” “function and operation priority mode,” and
“continuous shooting priority mode” can be selected and set.
“Off” is the same as “off” illustrated in FIGS. 3A and 3B
described above. “Function and operation priority mode” is
the same as “on” illustrated in FIGS. 3A and 3B described
above. “Continuous shooting priority mode” is a mode
intended for faster continuous shooting speed. The continu-
ous shooting priority mode includes saving the usage of the
buffer memory 122 and omitting the generation and recording
of'image files of original images. When the continuous shoot-
ing priority mode is selected, the microcomputer 123 does not
generate display-specific multiple data after each image cap-
turing. The microcomputer 123 does not store display-spe-
cific multiple data or previous image capturing time display-
specific multiple data into the buffer memory 122. The
microcomputer 123 does not perform the multiple QR and
playback processing (FIG. 8) or the multiple first image QR
and playback processing (FIG. 9). Nothing happens when the
playback button 18 is pressed while the multiple exposure
shooting in-process flag is “1”. The microcomputer 123 thus
does not perform the exit without saving processing (FIG.
13). In such a way, the continuous shooting speed in multiple
exposure shooting can be improved.

The menu item 1302 is a menu item for selecting a method
of combination when generating a multiple combined image.
Any one of setting candidates “add,” “arithmetic average,”
“compare (lighten),” and “compare (darken)” can be selected
and set. “Add” is the same as the automatic exposure control
function “off” illustrated in FIGS. 3A and 3B described
above. “Arithmetic average” is the same as the automatic
exposure control function “on” illustrated in FIGS. 3A and
3B described above. “Compare (lighten)” refers to a method
in which multiple development data of captured images is
compared with an image captured immediately before, and
only portions where the image captured immediately before
is brighter are extracted for combination. On the other hand,
“compare (darken)” refers to a method in which only portions
where the image captured immediately before is darker are
extracted for combination.

The menu item 1303 is a menu item for selecting the
number of images to be superimposed for a set of multiple
exposure shots. The menu item 1303 is the same as the menu
item 302 illustrated in FIGS. 3A and 3B described above.
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The menu item 1304 is a menu item for selecting whether
to record an original image or images on the recording
medium 120. Either one of setting candidates “all images”
and “multiple image only” can be selected and set. “All
images” is selected to record the original image (s) as well.
“Multiple image only” is selected not to record the original
image(s). When “multiple image only” is set, the microcom-
puter 123 does not record a captured non-multiple image file
(original image file) in step S605 illustrated in FIG. 6
described above.

The menu item 1305 is a menu item for selecting whether
to continue performing multiple exposure shooting under the
same condition as set in FIG. 14 after the number of images
captured for multiple exposure shooting reaches the number
of images predetermined for multiple exposure shooting and
a set of multiple exposure shots is completed. Either one of
“once-off” and “repeat” can be set. “Once-off” applies to the
procedure illustrated in FIG. 5 described above. When the
number of images captured for multiple exposure shooting
reaches the number of images predetermined for multiple
exposure shooting, the microcomputer 123 performs the save
and exit processing (S506) and changes the multiple exposure
shooting necessity setting to “off.” The microcomputer 123
ends the multiple exposure shooting mode processing and
enters another shooting mode. In the case of “repeat,” when
the number of images captured for multiple exposure shoot-
ing reaches the number of images predetermined for multiple
exposure shooting and a set of multiple exposure shots is
completed (S505) in FIG. 5 described above, the microcom-
puter 123 does not change the multiple exposure shooting
necessity setting to “off” in the save and exit processing
(S8506). After the processing in step S505, the microcomputer
123 returns to step S501 with the condition setin FIG. 14, and
repeats the multiple exposure shooting mode processing from
the first image.

The present exemplary embodiment has dealt with the case
of using development data for multiple combination. How-
ever, undeveloped raw image data may be used for multiple
combination.

The control of the microcomputer 123 may be performed
by a single piece of hardware. The entire apparatus may be
controlled by distributing processing among a plurality of
pieces of hardware.

The present invention has been described in detail based on
exemplary embodiments thereof. The present invention is not
limited to such particular exemplary embodiments, and vari-
ous aspects are also included in the present invention without
departing from the gist of the invention. The foregoing exem-
plary embodiments are just a few exemplary embodiments of
the present invention. The exemplary embodiments may be
combined as appropriate.

The foregoing embodiments have dealt with the cases
where the present invention is applied to a digital camera.
This is not restrictive, and exemplary embodiments of the
present invention may be applied to any imaging apparatus
that includes an imaging unit. More specifically, exemplary
embodiments of the present invention may be applied to a
digital camera, a digital video camera, a camera-equipped
personal computer, a camera-equipped personal digital assis-
tant (PDA), a camera-equipped cellular phone terminal, a
camera-equipped music player, a camera-equipped game
machine, and a camera-equipped electronic book reader.

An exemplary embodiment of the present invention may be
implemented by executing the following processing. The pro-
cessing includes supplying software (program) that imple-
ments the functions of the foregoing exemplary embodiments
to a system or an apparatus via a network or via various types
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of' storage media, and a computer (or a central processing unit
(CPU) or micro processing unit (MPU)) of the system or
apparatus reading and executing the program code. In such a
case, the program and the storage media containing the pro-
gram constitute exemplary embodiments of the present
invention.

While the present invention has been described with refer-
ence to exemplary embodiments, it is to be understood that
the invention is not limited to the disclosed exemplary
embodiments. The scope of the following claims is to be
accorded the broadest interpretation so as to encompass all
modifications, equivalent structures, and functions.

This application claims priority from Japanese Patent
Application No. 2011-101316 filed Apr. 28, 2011, which is
hereby incorporated by reference herein in its entirety.

What is claimed is:

1. An imaging apparatus comprising:

a first recording control unit configured to perform control
to record an uncombined image captured in a multiple
exposure shooting mode on a recording medium;

a generation unit configured to combine an image or
images captured in the multiple exposure shooting mode
to generate a multiple combined image to be recorded on
the recording medium;

a second recording control unit configured to perform con-
trol to record the multiple combined image on the
recording medium;

a control unit configured to, if a number of images to be
combined by the generation unit is one when multiple
exposure shooting ends, perform control to prevent the
generation unit from generating the multiple combined
image or to prevent the second recording control unit
from recording the multiple combined image; and

a base image setting unit configured to set a base image to
be combined with an image captured in the multiple
exposure shooting mode, from among an image or
images recorded on the recording medium,

wherein, if no base image is set by the base image setting
unit and the number of images captured in the multiple
exposure shooting mode is less than or equal to one
when the multiple exposure shooting ends, the control
unit is configured to perform control to prevent the gen-
eration unit from generating the multiple combined
image or to prevent the second recording control unit
from recording the multiple combined image, and

wherein the first recording control unit is configured to
perform control to record the uncombined image regard-
less of whether the multiple combined image is gener-
ated or recorded.

2. The imaging apparatus according to claim 1, wherein, if
the base image is set by the base image setting unit even if the
number of images captured in the multiple exposure shooting
mode is one when the multiple exposure shooting mode ends,
the control unit is configured to perform control to allow the
generation unit to generate the multiple combined image and
to allow the second recording control unit to record the mul-
tiple combined image.

3. The imaging apparatus according to claim 1, further
comprising a buffer memory configured to store, when the
imaging apparatus is operating in the multiple exposure
shooting mode, a combined image into which an image or
images captured in the multiple exposure shooting mode are
combined,

wherein the control unit is configured to, if the number of
images to be combined by the generation unit is one,
perform control to prevent the butfer memory from stor-
ing the combined image.
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4. The imaging apparatus according to claim 1, further
comprising a warning unit configured to, if the generation
unit has not generated the multiple combined image because
the number of images to be combined by the generation unit
is one when the multiple exposure shooting ends, issue a
warning that the generation unit has not generated the mul-
tiple combined image.

5. The imaging apparatus according to claim 1, further
comprising a deletion unit configured to, if the generation unit
has not generated the multiple combined image or the second
recording control unit has not recorded the multiple com-
bined image because the number of images to be combined by
the generation unit is one when the multiple exposure shoot-
ing mode ends, delete an image captured in the multiple
exposure shooting mode from the recording medium.

6. The imaging apparatus according to claim 5, further
comprising a receiving unit configured to, if the generation
unit has not generated the multiple combined image or the
second recording control unit has not recorded the multiple
combined image because the number of images to be com-
bined by the generation unit is one when the multiple expo-
sure shooting ends, receive a selection of whether the deletion
unit deletes the image captured in the multiple exposure
shooting mode.

7. The imaging apparatus according to claim 1, further
comprising a registration unit configured to, if the generation
unit has not generated the multiple combined image or the
second recording control unit has not recorded the multiple
combined image because the number of images to be com-
bined by the generation unit is one when the multiple expo-
sure shooting ends, register an image captured in the multiple
exposure shooting mode as a candidate to be displayed first
when the base image is selected for image capturing in the
multiple exposure shooting mode next time.

8. A method for controlling an imaging apparatus, the
method comprising:
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performing control to record an uncombined image cap-
tured in a multiple exposure shooting mode on a record-
ing medium;
combining an image or images captured in the multiple
exposure shooting mode to generate a multiple com-
bined image to be recorded on the recording medium;

performing control to record the multiple combined image
on the recording medium;

performing, if a number of images to be combined is one

when multiple exposure shooting ends, control to pre-
vent the multiple combined image from being generated
or recorded; and

setting a base image to be combined with an image cap-

tured in the multiple exposure shooting mode, from
among an image or images recorded on the recording
medium,
wherein, if no base image is set and a number of images
captured in the multiple exposure shooting mode is less
than or equal to one when the multiple exposure shoot-
ing ends, performing control to prevent the multiple
combined image from being generated or recorded, and

wherein control is performed to record the uncombined
image regardless of whether the multiple combined
image is generated or recorded.

9. A non-transitory computer-readable storage medium
storing a program that causes a computer to function as each
step of the method according to claim 8.

10. The imaging apparatus according to claim 1, further
comprising an image capturing unit configured to capture an
image in response to a predetermined operation being per-
formed on an operation unit,

wherein, in the multiple exposure shooting mode, the

image capturing unit is configured to capture one image
in response to the predetermined operation being per-
formed once.



